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• A total of 550 million vehicles* are in circulation in 
the EMEA region with a transponder key

• Over 80% (450 million vehicles) have transponder 
keys able to be cloned

• Of the clonable transponders
99% are compatible with the Silca RW5 

Copyright by Silca S.p.A. 2022  - All Rights Reserved

*Source UNRAE 2000-2015 update 2022. Vehicles include cars, vans, trucks & motorbikes
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*Procedure ID46 compared to the RW4+

Speed

• The RW5 offers up to 3x times faster cloning*

• Thanks to a superior server calculating performance 
the cloning procedure takes less time

• All the cloning procedures are fully functional on the 
servers ready to use
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Ease of use

• Step-by-step guided procedures in the colour display 

• Fully integrated with the MYKEYS Pro digital 
ecosystem for complete information on all that’s 
needed to duplicate a vehicle key

• Automatic updates: when connected via the cloud 
server RW5 updates itself meaning the latest 
functionalities are always available 

• Portable with an internal, rechargeable battery
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Performance

• New 8C Temic Mazda* functionality

• More powerful aerial for a faster, more reliable connection 

• Compatible with existing Silca cloning technology: U-Snoop, TE Keys etc.
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Select copy key from 
the main menu

Insert the original key 
and press OK
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Use the U-Snoop in the vehicle and follow the 
sniffing procedure indicated in the display
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Insert the new key containing 
the new transponder

The new transponder 
is verified
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The cloud server makes 
the cloning calculation

Re-insert the original key
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Re-insert the new key 
and press OK to 

complete the process



New multi-transponders GTI PRO and UTX-S
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A wide technology coverage to reduce inventory

(1) Service fee needed

*

*

*
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RW5 Transponder Cloning Coverage

Technology RW5 RW4 Plus 
(Ver. 4.09.098)

RW4

Multi Transponder GTI-PRO
UTX-S (+Service Fee) GTI-PRO - GTI-W GTI-W

Hitag3 (ID49) GTI-PRO
UTX-S (+Service Fee) GTI-PRO - T49C Not Supported

DST40/80 GTI-PRO
UTX-S (+Service Fee) GTI-PRO - T80+ T80+

Toyota* H GTI-PRO
UTX-S (+Service Fee) GTI-PRO - T128C Not Supported

P.Crypto T50 (ID41-42-4W-45) T50 T29-T28-T25-T10 T29-T28-T25-T10

Sokymat* (T5) GTI-PRO
UTX-S (+Service Fee)  T5 T5 T5

Megamos* Crypto (T48) T48 T48 T48

Temic Mazda* GTI-PRO
UTX-S (+Service Fee) Not Supported Not Supported
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Tutorial videos

Promotional videos 

Leaflets

Online tools
www.silca.biz    www.mykeyspro.com
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Dimensions:
Length: 145mm
Width: 108mm
Depth: 67mm
Weight (unpacked): 250g

Power supply:
5 VDC mains connection via USB port
3.7 VDC with the battery
500 mA power consumption

Battery:
Voltage: 3.7 VDC
Capacity: 1000 mAh

Antenna frequency range:
Wi-Fi 2.4 – 5.0 GHz
LF 125 – 134 KHz

• Developed and made in Italy • CE and UKCA certified 
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* IMPORTANT
In compliance with current regulations relating to industrial property, please note that - but for “Silca”, “dormakaba”, “Kaba”, “Ilco” and “Advanced Diagnostics” - the trademarks or
trade names mentioned in our document are the exclusive property of third parties not affiliated nor linked with Silca S.p.A. or the dormakaba Group. Silca S.p.A. and dormakaba Group
do not own any intellectual property right nor have been granted any license with regard to such trademarks and trade names, which are hereby used only to indicate the intended
purpose of Silca’s products. / This catalogue is reserved exclusively for profession- al key cutters who use Silca products. The illustrations and technical data regarding the products in
the document are to be considered indicative. Silca reserves the right to alter products designs, dimen- sions or info to improve the products quality. The contents of this
document are fully protected by Copyright and may not be copied or reproduced in any form, without written permission from Silca S.p.A. Any controversy shall be settled by the
Courts where the company Silca S.p.A. has its headquarters, with express exclusion of any other court.



Thank you !

Silca S.p.A.
Via Podgora 20 Z.I.
31029 Vittorio Veneto (TV)
Italy

www.silca.biz
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